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2.1
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3.0

4.0

5.0

5.1

This specification establishes the Quality Management System requirements to be
met by BIDDER for following purpose:

° QMS requirements to be met by suppliers/contractors after award of work/
during contract execution.

DEFINITIONS

Bidder

For the purpose of this specification, the word “BIDDER” means the person(s), firm,
company or organization who is under the process of being contracted by EIL /
Owner for delivery of some products (including service). The word is considered
synonymous to supplier, contractor or vendor.

Project Quality Plan

Document tailored from Standard Quality Management System Manual of BIDDER,
specifying how the quality requirements of the project will be met.

Owner

Owner means the owner of the project for which services / products are being
purchased and includes their representatives, successors and assignees.

REFERENCE DOCUMENTS

6-78-0002 Specification for Documentation Requirements from
Contractors
6-78-0003 Specification for Documentation Requirements from Suppliers

QUALITY MANAGEMENT SYSTEM - GENERAL

Unless otherwise agreed with EIL / Owner, the BIDDER proposed quality system
shall fully satisfy all relevant requirements of ISO 9001 “Quality Management
Systems — Requirements.” Evidence of compliance shall be current certificate of
quality system registration to ISO 9001 or a recent compliance audit recommending
registration from a certification agency. The quality system shall provide the
planned and systematic control of all quality related activities for execution of
contract. Implementation of the system shall be in accordance with BIDDER'’S
Quality Manual and PROJECT specific Quality Plan.

QUALITY SYSTEM REQUIREMENTS

BIDDER shall prepare and submit for review / record, Project Quality Plan / Quality
Assurance Plan for contracted scope / job. The BIDDER'’S Quality Plan shall
address all of the applicable elements of ISO 9001, identify responsible parties
within BIDDER’S organization, for the implementation / control of each area,
reference the applicable procedures used to control / assure each area, and verify
the documents produced for each area. The Project Quality Plan shall necessarily
define control or make reference to the relevant procedures, for design and
engineering, purchase, documentation, record control, bid evaluation, inspection,
production/manufacturing, preservation, packaging and storage, quality control at
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5.2

5.3

54

5.5

5.6

5.7

5.8

construction site, pre-commissioning, commissioning and handing over (as
applicable) in line with contract requirement and scope of work.

BIDDER shall identify all specified or implied statutory and regulatory requirements
and communicate the same to all concerned in his organization and his sub
contractor’s organization for compliance.

BIDDER shall deploy competent and trained personnel for various activities for
fulfilment of PO / contract. BIDDER shall arrange adequate infrastructure and work
environment to ensure that the specification and quality of the deliverable are
maintained.

BIDDER shall do the quality planning for all activities involved in delivery of order.
The quality planning shall cover as minimum the following:

o Resources
Product / deliverable characteristics to be controlled.
. Process characteristics to ensure the identified product characteristics are
realized
o Identification of any measurement requirements, acceptance criteria
J Records to be generated
. Need for any documented procedure

The quality planning shall result into the quality assurance plan, inspection and test
plans (ITPs) and job procedures for the project activities in the scope of bidder.
These documents shall be submitted to EIL/Owner for review/approval, before
commencement of work.

Requirements for sub-contracting / purchasing of services specified in contract /
tender shall be adhered to. In general all outsourced items will be from approved
vendors of EIL. Wherever requirements are not specified, or approved sub vendors
do not exist, the sub-contractor shall establish and maintain a system for purchasing
/ sub-contracting to ensure that purchased product / service conforms to specified
requirements. Criteria for selection of sub-contractor, evaluation, re-evaluation,
maintenance of purchasing data and verification of purchased product (sub-
contractor services), constitute important components of this requirement.

BIDDER shall plan and carry production and service provision under controlled
conditions. Controlled conditions shall include, as applicable

a) the availability of information that describes the characteristics of the product
b) the availability of work instructions

c) the use of suitable equipment

d) the availability and use of monitoring and measuring devices

e) the implementation of monitoring and measurement

f) the implementation of release, delivery and post-delivery activities

BIDDER shall validate any processes for production and service provision where
resulting output cannot be verified by subsequent monitoring and measurement.
This includes any process where deficiencies become apparent only after the
product is in use or service has been delivered.

BIDDER shall establish a system for identification and traceability of product /
deliverable throughout product realization. Product status with respect to inspection
and testing requirements shall be identified.
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59 BIDDER shall identify, verify, protect and safeguard EIL / Owner property (material /
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5.15

5.16

5.17

5.18

5.19

document) provided for use or incorporation into the product. If any Owner / EIL
property is lost, damaged or otherwise found to be unsuitable for use, this shall be
reported to the EIL / Owner.

BIDDER shall ensure the conformity of product / deliverable during internal
processing and delivery to the intended destination. Requirements mentioned in the
tender shall be adhered to.

BIDDER shall establish system to ensure that inspection and testing activities are
carried out in line with requirements. Where necessary, measuring equipments
shall be calibrated at specified frequency, against national or international
measurement standards; where no such standard exists, the basis used for
calibration shall be recorded. The measuring equipments shall be protected from
damage during handling, maintenance and storage.

BIDDER shall ensure effective monitoring, using suitable methods, of the processes
involved in production and other related processes for delivery of the scope of
contract.

BIDDER shall monitor and measure the characteristics of the product/deliverable to
verify that product requirement has been met. The inspection (stage as well as
final) by BIDDER and EIL / Owner personnel shall be carried out strictly as per the
ITPs forming part of the contract. Product release or service delivery shall not
proceed until the planned arrangements have been satisfactorily completed, unless
otherwise approved by relevant authority and where applicable by Owner / EIL.

BIDDER shall establish and maintain a documented procedure to ensure that the
product which does not conform to requirements is identified and controlled to
prevent its unintended use or delivery

All non-conformities (NCs) / deficiencies found by the BIDDER’S inspection /
surveillance staff shall be duly recorded, including their disposal action shall be
recorded and resolved suitably. Effective corrective and preventive action shall be
implemented by the BIDDER so that similar NCs including deficiencies do not recur.

All deficiencies noticed and reported by EIL / Owner shall be analyzed by the
BIDDER and appropriate corrective and preventive actions shall be implemented.
BIDDER shall intimate EIL / Owner of all such corrective and preventive action
implemented by him.

BIDDER should follow the standards, specifications and approved drawings.
Concessions/Deviations shall be allowed only in case of unavoidable circumstances.
In such situations Concession/deviation request must be made by the BIDDER
through online system of EIL eDMS. URL of EIL eDMS is
http://edocx.eil.co.in/vportal.

BIDDER shall have documented procedure for control of documents.

All project records shall be carefully kept, maintained and protected for any damage
or loss until the project completion, then handed over to EIL / Owner as per contract
requirement (Refer Specification Nos. 6-78-0002 - Specification for Documentation
Requirements from Contractors and 6-78-0003 - Specification for Documentation
Requirements from Suppliers), or disposed as per relevant project procedure.

Format No. 8-00-0001-F1 Rev. 0 Page 251 of 1685 Copyright EIL — Al rights reserved



aSFTES @ ENGINEERS SPECIFICATION FOR QUALITY  STANDARD SPECIFICATION No.
@INDIA LIMITED

icllaics
ggz‘]“!"ammm) (A Govt of India Undertaking) REQU'REMENTS FROM BIDDERS Page 7of7

MANAGEMENT SYSTEM 6-78-0001 Rev.1

6.0

7.0

AUDITS

BIDDER shall plan and carry out the QMS audit for the job. Quality audit programme
shall cover design, procurement, construction management and commissioning as
applicable including activities carried out by sub-vendors and sub-contractors. This
shall be additional to the certification body surveillance audits carried out under
BIDDER'’S own ISO 9001 certification scheme.

The audit programmes and audit reports shall be available with bidder for scrutiny
by EIL / Owner. EIL or Owner's representative reserves the right to attend, as a
witness, any audit conducted during the execution of the WORKS.

In addition to above EIL, Owner and third party appointed by EIL/Owner may also
perform Quality and Technical compliance audits. BIDDER shall provide assistance
and access to their systems and sub-contractor / vendor systems as required for this
purpose. Any deficiencies noted shall be immediately rectified by BIDDER.

DOCUMENTATION REQUIREMENTS

BIDDER shall submit following QMS documents immediately after award of work
(Within one week) for record / review by EIL / Owner.

Organization chart (for complete organization structure and for the project)
Project Quality Plan/Quality Assurance Plan

Job specific Inspection Test Plans, if not attached with PR

Job Procedures

Inspection/Test Formats

In addition to above QMS documents, following documentation shall be maintained
by the BIDDER for submission to EIL / Owner on demand at any point of time during
execution of the project.

Quality Manual

Certificate of approval for compliance to ISO: 9001 standard

Procedure for Control of Non-conforming Product

Procedure for Control of Documents

Sample audit report of the QMS internal and external audits conducted during
last one year

e Customer satisfaction reports from at least 2 customers, during the last one
year

Project QMS audit report

Technical audit reports for the project

Corrective action report on the audits

Documents as specified above are minimum requirements. BIDDER shall submit
any other document/data required for completion of the job as per EIL/Owner
instructions.
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